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1 Luminaire data

1.1 Ansell Lighting, Prism Pro LED Fire Rat... (APRILEDP/CCTPAC...)
1.1.1 Data sheet

Manufacturer: Ansell Lighting

APRILEDP/CCTPACK (6000K) Prism Pro LED Fire Rated Downlight CCT Pack

Luminaire data Equipped with

Luminaire efficiency : 100% Quantity o1
Luminaire efficacy : 80.43 Im/W Designation : LED
Classification : AB0 199.8% 10.2% Colour : 6000K
CIE Flux Codes : 739499100100 Luminous flux : 546.91Im
UGR 4H 8H : 2141227

Power . 6.8W

Luminous flux : 546.9Im

Dimensions ;@90 mm x 58 mm
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1.1 Ansell Lighting, Prism Pro LED Fire Rat... (APRILEDP/CCTPAC...)
1.1.2 LDC
150° 180° 150°
CO C9 C180
0° | 742 | 742 | 742
5° | 676 | 694 | 724
10° | 613 | 638 | 672
120° 120° | 15° | 558 | 584 | 626
20° | 506 | 537 | 580
25° | 459 | 497 | 534
30° | 409 | 447 | 490
35° | 330 | 359 | 416
40° | 248 | 265 | 321
45° | 175 | 184 | 231
90° 90° 50° | 118 | 123 | 156
/ \ 55°| 78 79 | 104
60° | 52 50 68
350 65° | 34 31 45
70° | 22 18 29
' 75° | 14 11 18
80° | s 6 12
400 85° | 2 1 3
60° 60°
90° | o 0 0
60..-". cd /1000 Im
30° 0° 30°
—Cco/c180  eeees C90/C270
cd /1000 Im
Manufacturer : Ansell Lighting Efficiency factor : 100%
Order number : APRILEDP/CCTPACK (6000K) Luminaire efficacy : 80.43 Im/W(AB0)
Luminaire name : Prism Pro LED Fire Rated Light distribution :
Downlight CCT Pack Beam Angle :32.3° CO
Equipment :1xLED 6.8 W/546.9 Im 34.2° C90
Dimensions :D 90 mm x H 58 mm 37.3°C180
File name : APRILEDP_CCTPACK (6000K).Idt 37.4° C270
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