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1 Luminaire data

1.1 Ansell Lighting, Prism Pro LED Fire Rat... (APRILEDP/CCTPAC...)
1.1.1 Data sheet

Manufacturer: Ansell Lighting

APRILEDP/CCTPACK (2700K) Prism Pro LED Fire Rated Downlight CCT Pack

Luminaire data Equipped with

Luminaire efficiency : 100% Quantity o1
Luminaire efficacy : 84.31 Im/W Designation : LED
Classification : AB0 199.8% 10.2% Colour ;. 2700K
CIE Flux Codes : 8497100 100 100 Luminous flux : 573.3Im
UGR 4H 8H : 19.4/19.8

Power : 6.8W

Luminous flux : 573.3Im

Dimensions ;@90 mm x 58 mm
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1.1 Ansell Lighting, Prism Pro LED Fire Rat... (APRILEDP/CCTPAC...)
1.1.2 LDC

150° 180° 150°

CoO C90 C180

0° | 903 | 903 | 903
5° | 907 | 908 | 907

10° | 884 | 894 | 888
120° 15° | 823 | 856 | 844
20° | 730 | 778 | 762
25° | 607 | 663 | 646
30° | 465 | 516 | 500

120°

35° | 325 | 368 | 357

‘ 40° | 210 | 236 | 235
‘ ’ 45°

119 | 138 | 143

90° 50 67 78 81

90°
/ \\ 55° | 41 | 47 | 48
’ 60° | 27 | 20 | 30

200 65° | 19 | 18 | 21
% 70° | 12 | 1 13
75° | 8 6 8
400
85° | 1 1 1
60° 60°
600 90° | o 0 0
- cd /1000 Im
800 /-
30° 0° 30°
—Cco/Cc180 e C90/C270
cd /1000 Im
Manufacturer : Ansell Lighting Efficiency factor : 100%
Order number : APRILEDP/CCTPACK (2700K) Luminaire efficacy : 84.31 Im/
Luminaire name : Prism Pro LED Fire Rated Light distribution W(ABO0) :
Downlight CCT Pack Beam Angle : 30.3° CO
Equipment :1xLED 6.8 W/573.31Im 32.0° C90
Dimensions : D90 mm x H 58 mm 31.5° C180
File name : APRILEDP_CCTPACK (2700K).Idt 30.5° C270
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