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1 Luminaire data

1.1 ANSELL LIGHTING, Galaxy CCT LED Downlight (WW) (AGALED/2/CCT
1.1.1 Data sheet

Manufacturer: ANSELL LIGHTING

AGALED/2/CCT Galaxy CCT LED Downlight (WW)

Luminaire data Equipped with

Luminaire efficiency : 81.1% Quantity 1

Luminaire efficacy o 111.51 Im/W Designation : LED (3000K)
Classification : A50 199.8% 10.2% Colour :

CIE Flux Codes : 618797 100 81 Luminous flux ;2750 Im
UGR 4H 8H : 62.1/60.5

Power ;. 20W

Luminous flux : 2230.31Im

Dimensions D @1 mmx1mm
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1.1 ANSELL LIGHTING, Galaxy CCT LED Downlight (WW) (AGALED/2/CCT
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Manufacturer : ANSELL LIGHTING Efficiency factor :81.1%
Order number :AGALED/2/CCT Luminaire efficacy :111.51 Im/W (A50)
Luminaire name : Galaxy CCT LED Downlight (WW) Light distribution
Equipment : 1 x LED (3000K) 20 W /2750 Im Beam Angle :42.1° CO
Dimensions :D1mmxH1mm 41.6° C90
File name : rlx_20170831082400.Idt 36.5° C180
38.2° C270
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