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1 Luminaire data nse“

1.1 ANSELL Lighting, Gridline Duo LED indirect - chrom... (AGDLED ) it
1.1.1 Data sheet

Manufacturer: ANSELL Lighting

AGDLED Gridline Duo LED indirect - chrome louvre

Luminaire data Equipped with

Luminaire efficiency . 55.7% Quantity 1
Luminaire efficacy ;. 66.24 Im/W Designation : LED
Classification : A50 199.8% 10.2% Colour :

CIE Flux Codes . 56 86 98 100 56 Luminous flux : 4400 Im
UGR 4H 8H : 16.7/16.9

Power 1 3TW

Luminous flux : 2450.8Im

Dimensions : 600 mm x 600 mm x 50 mm

produced by
Ansell Lighting Design Department
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Manufacturer : ANSELL Lighting Efficiency factor :55.7%
Order number : AGDLED Luminaire efficacy : 66.24 Im/W (A50)
Luminaire name : Gridline Duo LED indirect - chrome Light distribution
louvre Beam Angle :46.2° CO
Equipment :1xLED 37 W /4400 Im 47.3° C90
Dimensions : L 600 mm x W 600 mm x H 50 mm 41.5° C180
File name : rlx_20170830121648.1dt 48.0° C270
produced by
Ansell Lighting Design Department
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