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1 Luminaire data nse“

1.1 ANSELL Lighting, Gridline Duo LED indirect - Visil... (AGDLED FEP TR
1.1.1 Data sheet

Manufacturer: ANSELL Lighting

AGDLED Gridline Duo LED indirect - Visilux diffuser

Luminaire data Equipped with

Luminaire efficiency . 82.5% Quantity 1
Luminaire efficacy : 89.19 Im/W Designation : LED
Classification  A40 199.8% 10.2% Colour :

CIE Flux Codes : 508196 100 82 Luminous flux ;4000 Im
UGR 4H 8H 1 19.2/19.2

Power 1 3TW

Luminous flux : 3300 Im

Dimensions : 600 mm x 600 mm x 50 mm

produced by
Ansell Lighting Design Department
Relux1 Page 1/2



Object
Installation
Project number
Date

nsell

LIGHTI NG

1.1 ANSELL Lighting, Gridline Duo LED indirect - Visil... (AGDLED
1.1.2 LDC

150° 180° 150°

CO C90 cC180

0° | 326 | 326 | 326
5° | 325 | 323 | 324

10° | 319 | 318 | 317
120° 120° 15° | 310 | 308 | 307
20° | 296 | 296 | 292
25° | 279 | 280 | 274
30° | 258 | 261 | 253
35° | 236 | 239 | 229

40° | 212 | 216 | 205
45° | 188 | 192 | 181
50° | 165 | 166 | 158

90° 90° 55° | 142 | 141 | 135
/\ 60° | 119 | 116 | 113

100

200

A 65° | 98 | 92 | o1

70°| 76 | 68 | 68

75° | 54 | 46 | 43

: 80° | 31 26 | 23

85° | 10 9 4

60° 90° | 1 1 0

&\ ) cd /1000 Im

60° '

300
30° 0° 30°
— Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : ANSELL Lighting Efficiency factor : 82.5%
Order number :AGDLED Luminaire efficacy : 89.19 Im/W (A40)
Luminaire name : Gridline Duo LED indirect - Visilux Light distribution
diffuser Beam Angle :50.5° CO
Equipment :1xLED 37 W /4000 Im 50.7° C90
Dimensions : L 600 mm x W 600 mm x H 50 mm 48.9° C180
File name : rlx_20170830121649.1dt 51.0° C270
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