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1 Luminaire data

1.1 Ansell Lighting, Neptune LED CCT Troffer (4000K) (ANEPLED)
1.1.1 Data sheet

Manufacturer: Ansell Lighting

ANEPLED Neptune LED CCT Troffer (4000K)

Luminaire data Equipped with

Luminaire efficiency : 100% Quantity co1
Luminaire efficacy : 108.46 Im/W Designation :
Classification : A40 199.9% 10.1% Colour :

CIE Flux Codes : 447595100 100 Luminous flux ;3796 Im
UGR 4H 8H : 19.9/23.1

Power . 3B/W

Luminous flux ;3796 Im

Dimensions : 600 mm x 600 mm x 1 mm
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1.1 Ansell Lighting, Neptune LED CCT Troffer (4000K) (ANEPLED)
1.1.2 LDC
150° 180° 150°
CO C9 C180
0° | 322 | 322 | 322
5° | 320 | 321 | 321
10° | 315 | 317 | 317
120° 120° | 15° | 307 | 311 | 309
20° | 295 | 303 | 299
25° | 282 | 293 | 286
30° | 265 | 282 | 270
35° | 247 | 269 | 252
40° | 227 | 254 | 232
45° | 205 | 238 | 210
50° | 181 | 222 | 186
90° 90° R
55° | 157 | 204 | 162
60° | 131 | 185 | 136
65° | 105 | 166 | 109
70° | 78 | 143 | 83
75° | 53 | 107 | 56
80°| 29 | 63 | 32
. . 85° | 11 16 13
60 60 90° | o 0 0
cd /1000 Im
30° 0° 30°
— Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Ansell Lighting Efficiency factor : 100%
Order number : ANEPLED Luminaire efficacy : 108.46 Im/W (A40)
Luminaire name : Neptune LED CCT Troffer (4000K) Light distribution
Equipment :1x 35W /3796 Im Beam Angle :54.1° CO
Dimensions : L 600 mm x W 600 mm xH 1 mm 66.1° C90
File name : rix_20180910071313.Idt 55.1° C180
68.1° C270
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