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1.1.1 Data sheet

APACLED2_60_CCT (4000K)

Luminaire data Equipped with

Absolute Photometry Quantity o1
Luminaire efficacy : 123.07 Im/W Designation :
Classification : A40 199.1% 10.9% Colour

CIE Flux Codes : 46789599 100

UGR 4H 8H . 21.0/21.2

Power o 2T W

Luminous flux ;3323 Im

Dimensions : 553 mm x 553 mm x 1 mm
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1.1.2 LDC

150° 180° 150°

CoO C90 C180

0° | 337 | 341 | 337
10° | 333 | 332 | 333

20° | 319 | 315 | 316
120° 120° | 30° | 290 | 287 | 288
40° | 252 | 250 | 252
50° | 208 | 205 | 208
60° | 154 | 150 | 154

70° | 97 96 96
80° | 44 | 40 | 43
90° | 1 2 0
90° 90° 100°| 4 1 0
/ \ 110°| o 1 0
/ \ 120°]| 2 1 0
130°| o 1 3
( 100 ‘ 140°| 3 4 2
150°| o 2 2
160°| 3 1 1
60° 200 60° 170 0 3 3
180°| 2 2 2
Q P cd /1000 Im
300
30° 0° 30°
—Cco/Cc180 e C90/C270
cd /1000 Im
Manufacturer : Luminaire efficacy : 123.07 Im/W(A40)
Order number : APACLED2_60_CCT (4000K).ies Light distribution :
Luminaire name : Beam Angle :56.8° CO
Equipment :1x 27 W /3323 Im 56.5° C90
Dimensions L5553 mmxW553mmxH1mm 56.8° C180
File name : rlx_20200617105338.Idt 57.4° C270
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