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1 Luminaire data

1.1 Ansell Lighting, Prism LED Fire Rated Dow... (APRILED/CCTPACK
1.1.1 Data sheet

Manufacturer: Ansell Lighting

APRILED/CCTPACK Prism LED Fire Rated Downlight Pack- Daylight

Luminaire data Equipped with

Absolute Photometry Quantity o1
Luminaire efficacy : 8542 Im/W Designation : LED
Classification : AB60 |99.5% 10.5% Colour :

CIE Flux Codes : 76959999100

UGR 4H 8H . 25.8/26.4

Power D T9OW

Luminous flux : 674.8Im

Dimensions ;@95 mm x 100 mm
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1.1 Ansell Lighting, Prism LED Fire Rated Dow... (APRILED/CCTPACK
1.1.2 LDC
150° 180° 150°
CO C9 C180
0° | 780 | 780 | 780
10° | 694 | 679 | 689
20° | 590 | 578 | 594
120° 120° | 30° | 457 | 446 | 472
40° | 270 | 269 | 296
50° | 114 | 117 | 135
60° | 46 | 50 | 57
70° | 18 17 | 23
80° | s 3 8
‘ ’ 90° | o 0 0
. . 100°| o 0 0
%0 90 110°| o 0 0
/ \ 120°| 1 0 0
130°| 1 0 0
200 140°| 1 1 1
150°| 1 1 1
% \ 160°| 3 | 2 | 2
' 400 ] 170°| 10 | 10 | 10
60° & 60° 180°| 11 11 11
7 cd /1000 Im
600 .y
30° 0° 30°
— Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Ansell Lighting Luminaire efficacy : 85.42 Im/W (A60)

Order number
Luminaire name

Equipment
Dimensions
File name

: APRILED/CCTPACK

: Prism LED Fire Rated Downlight
Pack- Daylight

:1xXLED7.9W /674.79 Im
D95 mm x H 100 mm

: APRILED_CCTPACK (Daylight).Idt

Light distribution
Beam Angle

:34.0° CO

33.4° C90
35.2° C180
35.0° C270
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