
1 Luminaire data

1.1 Ansell Lighting, Prism LED Fire Rated D... (APRILED/CCTPACK...)

1.1.1 Data sheet

Object
Installation
Project number
Date

:
:
:
:

-please put your own address here-
Page 1/2Relux1

Manufacturer: Ansell Lighting

APRILED/CCTPACK (CW)            Prism LED Fire Rated Downlight Pack- Cool white

Luminaire data
Absolute Photometry
Luminaire efficacy : 67.45 lm/W

A50  ̄99.5%  ­ 0.5%  Classification :
CIE Flux Codes : 70 94 99 99 100
UGR 4H 8H : 26.8 / 27.3
Power : 8.4 W
Luminous flux : 566.5 lm

Dimensions : Ø95 mm x 100 mm

Equipped with
Quantity : 1
Designation : LED
Colour :
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Manufacturer : Ansell Lighting
Order number : APRILED/CCTPACK (CW)
Luminaire name : Prism LED Fire Rated Downlight 

Pack- Cool white
Equipment : 1 x LED 8.4 W / 566.54 lm
Dimensions : D 95 mm x H 100 mm
File name : APRILED_CCTPACK (CW).ldt

Luminaire efficacy
Light distribution
Beam Angle

: 67.45 lm/W (A50) 

: 39.2° C0
 35.8° C90
 37.5° C180
 39.3° C270


