1 Luminaire data

1.1 Ansell Lighting, Prism LED Fire Rated Downlight... (APRILED/CW)

1.1.1 Data sheet

Manufacturer: Ansell Lighting

APRILED/CW Prism LED Fire Rated Downlight (Cool White)

<table>
<thead>
<tr>
<th>Luminaire data</th>
<th>Equipped with</th>
</tr>
</thead>
<tbody>
<tr>
<td>Absolute Photometry</td>
<td></td>
</tr>
<tr>
<td>Luminaire efficacy</td>
<td>97.91 lm/W</td>
</tr>
<tr>
<td>Classification</td>
<td>A60 ↓99.5% ↑0.5%</td>
</tr>
<tr>
<td>CIE Flux Codes</td>
<td>85 97 100 99 100</td>
</tr>
<tr>
<td>UGR 4H 8H</td>
<td>24.2 / 24.3</td>
</tr>
<tr>
<td>Power</td>
<td>7.3 W</td>
</tr>
<tr>
<td>Luminous flux</td>
<td>714.7 lm</td>
</tr>
</tbody>
</table>

Dimensions: Ø95 mm x 100 mm

-please put your own address here-
1.1 Ansell Lighting, Prism LED Fire Rated Downlight... (APRILED/CW)

1.1.2 LDC

Manufacturer: Ansell Lighting
Order number: APRILED/CW
Luminaire name: Prism LED Fire Rated Downlight (Cool White)
Equipment: 1 x LED 7.3 W / 714.74 lm
Dimensions: D 95 mm x H 100 mm
File name: APRILED_CW.ldt

Luminaire efficacy: 97.91 lm/W (A60)
Light distribution:
- Beam Angle: 29.9° C0
  - 27.8° C90
  - 28.5° C180

- 29.3° C270

-please put your own address here-