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PRODUCT DESCRIPTION 
Socket inserts are available in 
black/white with round pin outlets. 
Rockers are narrow and flat design in 
comparison to the patented Crabtree 
standard profile with desired sharp 
switching action and surrounding trim. 
Available in a variety of finishes across 
3 decorative ranges. 
 
BRITISH STANDARDS 
• All Crabtree 2A, 5A, 15A & 15A 125V 

sockets have been type tested to BS 546 

   Three pin plugs and sockets  of the round 
pin type, are used in domestic premises, 
offices etc. For standard ratings of 2, 5, 15 
and 30 amps  

•  15A 125V American socket is type tested 
to NEMA configuration 5-15 

TECHNICAL SPECIFICATION                                      
Product Standard:                        BS 1363-2           

Voltage:                                       250V AC 50Hz    

Current Rating:                            2, 5 and 15 Amps                        

Ambient Temprature:                   -5 to 40°C          

Installation Altitude:                    2000 metres       

Other Marking Standards:           CE                      

IIngress Protection (IP) Rating:     IP2X (unless stated)                       

Recommended Torque Setting:    0.5Nm L,N, E Terminals                 

Terminal Capacity 2A:                 3 x 1.5mm², 2 x 2.5mm²              

Terminal Capacity 5A:                 3 x 1.5mm², 2 x 2.5mm²              

Terminal Capacity 15A:               3 x 2.5mm², 2 x 4mm²                 

Terminal Capacity 15A 125V:      3 x 2.5mm², 2 x 4mm²                 

                                                                                                      

RANGE PORTFOLIO 
Metal Plate 

Plate Finishes:          Satin Chrome, Highly Polished Chrome, Bronze, Polished Brass, 
Stainless Steel & Polished Stainless Steel  

Rockers:                   Black, White, Red and matching metal rocker interiors.
Plate Types:              1 Gang metal plate
Switch Variants:        1 Gang Round Pin Outlet
Switch Type:             Single Pole
                                

Platinum Low Profile
Plate Finishes:          Satin Chrome, Highly Polished Chrome, Polished Brass, Black 

Nickel & White Moulded with matching rockers  

Rockers:                   Concave with labyrinth switch design and no visible trim 
complimenting its elegant, sharp design.  

Plate Types:              1 Gang slim screwless low profile metal plate
Switch Variants:        1 Gang Round Pin Outlet
Switch Type:             Single Pole 

                                

Platinum Flat Plate
Plate Finishes:          Stainless Steel, Polished Stainless Steel, Polished Brass  

Rockers:                   Concave with labyrinth switch design and matching rockers.  

Plate Types:              1 Gang slim screwed flat metal plate
Switch Variants:        1 Gang Round Pin Outlet
Switch Type:             Single Pole 
 
Customised product marking service available


