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PRODUCT DESCRIPTION 
Crabtree FCUs offer a consistant and 
stylish design across 3 decorative 
ranges with a variety of finishing 
options. The switching modules are 
available in black and white with the 
additional selection of neon light 
indicator and flex cord outlet (allows 
up to 10mm diameter cable) 
integrated at the front of the 
accessory. The fuse carrier requires a 
tool to remove and can be padlocked 
in the open position, a safety feature 
for the purpose of site maintenance. 
Fuse is located on the line side with a 
BS1362 fuse link. 
 
BRITISH STANDARDS 
• All Crabtree 13A sockets have been type 

tested to BS 1363-4

TECHNICAL SPECIFICATION                                      
Product Standard:                        BS 13163-4         
Voltage:                                       250V AC 50Hz    
Current Rating:                            13 Amps             
Ambient Temprature:                   -5 to 40°C          
Installation Altitude:                    2000 metres       
Other Marking Standards:           CE                      
IIngress Protection (IP) Rating:     IP4X (unless stated) without cord outlet  
                                                  IP2X (unless stated) with cord outlet  
Recommended Torque Setting:    0.5Nm L,N, E Terminals                 
Terminal Capacity L & N:             3 x 2.5mm², 2 x 4mm²                 
Terminal Capacity E:                    3 x 2.5mm², 2 x 4mm²   
                                                   
RANGE PORTFOLIO 
Metal Plate 
Plate Finishes:          Satin Chrome, Highly Polished Chrome, Bronze, Polished Brass, 

Stainless Steel & Polished Stainless Steel  
Rockers:                   Black, White and matching metal rocker interior
Plate Types:              1 Gang metal plate
Switch Variants:        1 Gang switched / unswitched / neon / cord outlet
Switch Type:             (13A fuse link) Double Pole 
 
Platinum Low Profile
Plate Finishes:          Satin Chrome, Highly Polished Chrome, Polished Brass, Black 

Nickel & White Moulded with black/white interior  
Rockers:                   Concave with labyrinth switch design and matching finish  
Plate Types:              1 Gang slim screwless low profile metal plate
Switch Variants:        1 Gang switched / unswitched / neon / cord outlet
Switch Type:             (13A fuse link) Double Pole
                                
Platinum Flat Plate
Plate Finishes:          Polished Brass, Stainless Steel, Polished Stainless Steel 
Rockers:                   Concave with labyrinth switch design and matching finish 
Plate Types:              1 Gang slim screwed flat metal plate
Switch Variants:        1 Gang switched / unswitched / neon / cord outlet
Switch Type:             (13A fuse link) Double Pole 
 
Customised product marking service available 
                               
                               


