
Bench TrunkingTrunking solutions

Attractive, easy to clean, satin aluminium body with either aluminium 
or uPVC lids give strength with versatility. One and two gang socket 
mounting boxes which can be easily relocated to meet changes in the 
requirement for electrical services. Optional clip-in dividers for complete 
circuit segregation are available.
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Technical data
■ Material: aluminium
■ Colour: satin anodised aluminium finish
■ 2m lengths
■ This unit is available pre-wired
■ Single lid
■ Part M DDA compliancy available
■ Available with uPVC or aluminium lid
■ Accepts all standard BS wiring accessories
■ BS4678 Pt.4

Trunking assemblies
Ref Size Packed 
CV101W 100 x 100mm 2 x 2m

AV101A 100 x 100mm 2 x 2m
Satin anodised aluminium base and lid.

Satin anodised aluminium base, White uPVC lid.

Divider - uPVC
Ref Size Packed 
ATD60W 60mm 10 x 2m

External angle - fabricated
Ref Type Packed 
CVE101W CV Bench 1
AVE101A AV Bench 1

Internal angle/flat riser - fabricated
Ref Type Packed 
CVI101W CV Bench 1
AVI101A AV Bench 1

Joint cover - moulded (white PVC)
Ref Type Packed 
CVJ101W CV/AV Bench 2

Stop ends - moulded (white PVC)
Ref Type Packed 
CVS101W CV/AV Bench 2

Packed with 2 fixing screws.

Earth leads
Ref Type Packed 
ASEL2 Body to lid 10
ASEL4 Body to body 10
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