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* UGR Value based on (4H - 8H)

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP

230V 50Hz -10°C to 40°C L70 54,000 Ra 80 6 110 2 IP20

Performance 
Downlight

•  Ultra-slim adjustable LED performance downlight suitable for 
 semi-commercial and residential applications
•  Integral switches for multiple wattages and selectable CCT
•  Innovative bracket / spring design for variable cut-outs from 120-260mm 
•  Pre-wired with 300mm cable
•  ANZOLED/CCT Non-dimmable
•  ANZOLED/CCT/DIM Triac dimmable as standard
•  ANZOLED300/CCT/PIR adjustable PIR

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W UGR A B C D TRADE

ANZOLED/CCT CCT Selectable 
10/13/16W

3000K/ 
4000K/6000K

1080/1410/1640lm 
(4000K)

108/109lm  
(4000K) 26 16mm 65 - 

205mm 175mm 235mm
ANZOLED/CCT/DIM CCT Selectable - Dimmable

ANZOLED300/CCT CCT Selecta1

16/20/22W
3000K/ 

4000K/6000K
1930/2350/2560lm 

(4000K)
121/118/116lm 

(4000K)
25 20mm

120-
260mm 234mm 300mmANZOLED300/CCT/PIR CCT Selectable - 300mm PIR

ANZOLED300/CCT/DIM CCT Selectable - 300mm Dimmable
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£61.00

£80.00

£98.00

£98.50
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