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Merrytek Dimming Driver up to 10W 
Selectable current 200-700mA

Merrytek Dimming Driver up to 20W
Selectable current 250-700mA

p o 20W
t 250-700mA

KEY DATA

Power 20W

Dimming Input Type Push Dimming, DALI 2, 1-10V

Input Voltage AC 220-240V

Power Factor >0.9 at 230V AC (full load)

AC Current 0.13A Max

Output Current
250mA (6-60V) / 350mA 

(6-58V) / 500mA (6-40V) / 
700mA (6-28V)

IP Rating IP20

Dimensions 152 x 52 x 28mm

Weight 0.14Kg

Warranty 3 Years

Manufacturer Merrytek

Part Number  NET-42-43-14

A

KEY DATA

Power 10W

Dimming Input Type Push Dimming, DALI 2

Input Voltage AC 220-240V

Power Factor >0.9 at 230V AC (full load)

AC Current 0.065A Max

Output Current

200mA (3-38V) / 250mA 
(3-38V) / 350mA (3-28V) / 

500mA (3-20V) / 
700mA (3-15V)

IP Rating IP20

Dimensions 120 x 46 x 24mm

Weight 0.89Kg

Warranty 3 Years

Manufacturer Merrytek

Part Number  NET-42-43-26


