Kosnic‘g

KPNL18CF54
Toba, Panel Downlight, 18W

Product Overview

The Kosnic 18W Toba Panel Downlights offer a flexible approach to lighting. The downlights may be surface mounted or installed into a
cut-out with the unique adjustable mounting bracket.

Features

Surface or cut-out mounting (adjustable cut-out, 65-205mm)
Class Il IP54

High efficiency of 94Im/W

Long life of 40,000h

Instant start
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Specifications

Power (W)
Current (mA)
Voltage
Luminous Flux
CCT Temperature (k)
CCT Name

Switch Cycles
Beam Angle (°)
CRI

Dimmable

Power Factor

IP Rating

Class Protection
Connection

Start Time (s)
Warm-up Time (s)
Inrush Current (A)
Diameter (mm)
LMF at Lifetime

SDCM of CCT

Ambient Temperature

(°C)
Barcode

Flicker Percent
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KPNL18CF54-W40-WHT
18

84

220-240Vac 50-60Hz
1700LM

4000

Cool White

50000

120

80

No

0.93

IP54

Class Il

Wiring leads (29cm)
0.49

Instant full light

127 at 840ns

230

0.75

<6

-20 to 40

0609207993506

1%



Lifetime (h) 40000

KPNL18CF54-W40-WHT
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KPNL18CF54-W40-WHT
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380 430 480 630 680 730 780

Unit D2 Kennetside, Bone Lane

Newbury, Berkshire
T: 01635 523 713 E: sales@kosnic.com W: http://www.kosnic.com



KPNL18CF54-W40-WHT

This luminaire
contains built-in
LED lamps.

omr

The lamps cannot be changed
in the luminaire.
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